


DIATOMEA filters by DIN 19643/19624

At Technol we are thinking ecologically. We all agree 
sand filtration is the most closer filtration process 
to the filtration of water in nature. 

Sometimes we don’t have enough space for sand 
filtration. In this case the Diatomea filters are the 
best choice. These filters work on the principle of 
the filtration with perlite or diatomic earth. 

They bring these benefits: 
•	 Water and waste water savings – less back-

wash water is used for the same filtering sur-
face, compared to sand filtration

•	 Energy savings – less backwash water – less 
energy for heating

•	 Construction savings – on a small space you 
have a large filtering surface

Quality standard – Diatomea filters are produced 
according DIN19624 and DIN19643 standards.

Automation - Technol offers to you a full automatic 
system for your swimming pool for the best working 
conditions. Several completed projects allows us to 
provide you the best solution for your filtration sys-
tem. 

The filter elements are produced with durable fab-
ric which allows a trouble free working without any 
damages. The filter elements should be cleaned 
only once a year with a simple high pressure water 
cleaner. 

The filter construction is in GRP, which means 100% 
corrosion resistance on the long term, maximises 
service life and allows cost free working without any 
maintenance. 

Flexibility – we have a complete line of filters, from 
45m3/h to 600m3/h, allowing to you to plan your 
system with the smallest possible amount of pipes, 
fittings and other costly equipment.

Working pressure - Normal working pressure is 
2.5bar, available on request till 10bar.

Support - we can give you support on the design of 
the filtration system.



DIATOMEA filters by DIN 19643/19624

Int. diameter in mm 800 1000 1200 1400 1600 1800 2000 2200 2400

Height (V1) in mm 2000 2150 2250 2350 2350 2450 2500 2700 2800

Height (V2) in mm 2200 2400 2500 2700 2700 2700 2800 3050 3200

Manhole (DN) 400 500 500 600 600 2x600 2X600 2x600 2x600

Inlet/outlet/drain (DN) 125 150 150 200 250 2x150 2x200 2x250 2x300

Filtering surface m2 9,62 14,3 22,1 31,5 42,4 53,8 65,8 77,7 95

Capacity in m3/h at 5m/h 48 72 110 157 212 269 329 388 477
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